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(54) System and method for reducing SAR values 



(57) A system and method for reducing the Specific 
Absorption Rate (SAR) of a mobile communication de- 
vice employs a sensor assembly for sensing when the 
mobile communication device is in proximity to a body 
such as a human body, animal body, or the like. The 



average power of the radio frequency electromagnetic 
energy radiated by the mobile communication device 
may then be reduced only when necessary so that the 
SAR value for the device is maintained below a prede- 
termined acceptable level. 
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Description 

BACKGROUND OF THE INVENTION 

[0001] The present invention relates generally to mo- 5 
bile communication devices such as mobile telephones 
and the like, and more specifically to a system and meth- 
od for reducing the Specific Absorption Rate (SAR) of a 
mobile communication device by controlling the aver- 
age power of radio frequency electromagnetic energy 10 
radiated by the device when the device is in proximity 
to a human body. 

[0002] Compact mobile telephones in common use 
today employ a radio transceiver (a combination of 
transmitter and receiver) that uses radio frequency elec- *5 
tromagnetic waves to communicate with fixed installa- 
tions, called base stations. Typically, these base sta- 
tions are networked to a central switching station that 
directs mobile telephone calls to the desired location. In 
existing networks, each base station is capable of meas- 20 
uring the received signal strength from a mobile tele- 
phone. If the received signal is determined to be strong, 
for example, when the mobile telephone is close to the 
base station, the base station may advise the mobile tel- 
ephone to utilize a lower power setting (i.e., to reduce 25 
the power of the radio frequency electromagnetic ener- 
gy being radiated). In this manner, less battery power is 
consumed by the mobile telephone allowing longer talk 
time. 

[0003] It is known that exposure to very high levels of 30 
radio frequency electromagnetic energy, particularly at 
microwave frequencies, can heat biological tissue caus- 
ing harm by increasing body temperature, disrupting be- 
havior, and damaging biological tissue. Consequently, 
the effect of low levels of radio frequency energy, such 35 
as produced by mobile telephones, on human tissue has 
also come under intense scientific investigation. While 
there is no scientific proof that the relatively low levels 
of radio frequency energy produced by mobile tele- 
phones can cause damage to human tissue, many gov- 40 
ernmental bodies, such as the United States Federal 
Communication Commission (FCC) and many Europe- 
an regulatory organizations, have nevertheless im- 
posed precautionary regulations and measurement 
guidelines aimed at limiting the exposure of users to 45 
such energy. 

[0004] Accordingly, before a mobile telephone can be 
marketed, it typically must comply with maximum heat- 
ing capacity guidelines imposed by such governmental 
regulating organizations. For instance, in the United so 
States and Europe, the telephone must meet various 
technical standards, including compliance with radio fre- 
quency exposure limits defined in terms of the tele- 
phone's specific absorption rate (SAR). SAR is a widely 
accepted measurement of radio frequency energy ab- 55 
sorbed into the body in watts per kilogram (W/kg) aver- 
aged over a certain amount of tissue when the tele- 
phone is situated close to the human body. 
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[0005] In general, the SAR value of a mobile tele- - 
phone depends on the average radiated power of the 
telephone, frequency (because of different antenna 
properties and material properties of the human tissue 
at different frequencies) and geometrical and mechani- 
cal configurations of the telephone. SAR values are 
most affected by the distance between any radiating 
structure to the human tissue and the average radiated 
power. The average radiated power depends on the 
communication standard utilized, and may vary within 
the standard depending on the traffic mode in use. Thus, 
for example, a GSM (Global System for Mobile Commu- 
nication) mobile telephone will have different average 
radiated power levels due to a different number of used 
timeslots in the GPRS (General Packet Radio Service) 
data transfer mode and a different power level setting 
in terms of peak power in the used timeslots. 
[0006] Existing concepts used for reducing the SAR 
value of a mobile telephone are based on three ideas: 
adding reflective shielding to the mobile telephone, cre- 
ating distance between the antenna of the telephone 
and the human body, and reducing the radiated power 
of the telephone through incorporation of absorbing ma- 
terials within the telephone's housing. However, these 
concepts do not account for different modes of operation 
of the mobile telephone. Further, they generally have a 
negative impact either on the design of the mobile tele- 
phone, or on the quality of the communication link be- 
tween the mobile telephone and the base station. For 
instance, creating distance between the antenna of the 
telephone and the human body is contrary to typical re- 
quirements that the mobile telephone be extremely 
compact. Further, reflecting devices cut any radio fre- 
quency link in the direction of the shield even in situa- 
tions where no human body is present (e.g., when the 
mobile telephone is being used as a modem). Such de- 
vices further reduce the ability of the telephone to main- 
tain an existing link when the user alters the telephone's 
orientation. Similarly, absorbing devices reduce the 
available radiated energy of the telephone limiting the 
area in which the mobile telephone may be used (i.e., 
reduce the coverage area of the telephone). 
[0007] Consequently, there is a general need for sys- 
tems and methods for lowering the SAR values of mo- 
bile telephones in all modes while limiting the impact to 
mechanical design of the telephone and providing max- 
imum available radiated power when needed to furnish 
a good communication link in poor environments (e.g. 
within buildings, where large distances exist between 
the mobile telephone and base station, and the like). 

SUMMARY OF THE INVENTION 

[0008] Accordingly, the present invention is directed 
to a system and method for reducing the Specific Ab- 
sorption Rate (SAR) of a mobile communication device 
by controlling the average power of radio frequency 
electromagnetic energy radiated by the device when it 
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is in proximity to a human body. 

[0009] According to a specific embodiment, the 
present invention provides a system for controlling the 
average power and duration of radio frequency electro- 
magnetic energy radiated by a mobile communication 
device. The system includes a sensor assembly for de- 
tecting when the mobile communication device is in 
proximity to a body, and a controller for controlling radi- 
ation of radio frequency electromagnetic energy by the 
mobile communication device. The controller is capable 
of reducing at least one of the average power and the 
duration of the radio frequency electromagnetic energy 
radiated by the mobile communication device when the 
sensor assembly senses that the mobile communication 
device is in proximity to the body. 
[001 0] According to another specific embodiment, the 
present invention provides a system for controlling the 
average power of radio frequency electromagnetic en- 
ergy radiated by a mobile communication device. The 
mobile communication device is capable of operating in , 
a first mode wherein the mobile communication device 
is suitable for use in proximity to a human body, and in 
a second mode wherein the mobile communication de- 
vice is unsuitable for use in proximity to the human body. 
The system includes a sensor assembly for detecting 
when the mobile communication device is in proximity 
to the human body, and a controller for controlling radi- 
ation of radio frequency electromagnetic energy by the 
mobile communication device. The controller is capable 
of reducing the average power of the radio frequency 
electromagnetic energy radiated by the mobile commu- 
nication device when the mobile communication device 
is in the second mode and the sensor assembly senses 
that the mobile communication device is in proximity to 
the human body. 

[001 1 ] According to another specific embodiment, the 
present invention provides a method for controlling the 
SAR value of a mobile communication device that is ca- 
pable of operating in a first mode wherein the mobile 
communication device is suitable for use in proximity to 
a human body and a second mode wherein the mobile 
communication device is unsuitable for use in proximity 
to the human body. The method includes steps of deter- 
mining whether the mobile communication device is op- 
erating in the first mode or the second mode, sensing 
when the mobile communication device is in proximity 
to the human body, and reducing the average radiated 
power of the mobile communication device when the 
mobile communication device is in the second mode 
and is in proximity to the human body. 
[001 2] According to yet another specific embodiment, 
the present invention provides a mobile communication 
device capable of operating in a first mode wherein the 
mobile communication device is suitable for use in prox- 
imity to a human body and a second mode wherein the 
mobile communication device is unsuitable for use in 
proximity to the human body. The mobile communica- 
tion device includes a sensor assembly for detecting 



when the mobile communication device is in proximity 
to the human body, and a controller for controlling radi- 
ation of radio frequency electromagnetic energy by the 
mobile communication device. The controller is capable 

5 of reducing at least one of the average power and du- 
ration of the radio frequency electromagnetic energy ra- 
diated by the mobile communication device when the 
mobile communication device is in the second mode 
and the sensor assembly senses that the mobile com- 

10 munication device is in proximity to the human body. 
[0013] It is to be understood that both the foregoing 
general description and the following detailed descrip- 
tion are exemplary and explanatory only and are not re- 
strictive of the invention claimed. The accompanying 

is drawings, which are incorporated in and constitute a 
part of the specification, illustrate an embodiment of the 
invention and together with the general description, 
serve to explain the principles of the invention. 

20 BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The numerous objects and advantages of the 
present invention may be better understood by those 
skilled in the art by reference to the accompanying f ig- 
25 ures in which: 

FIG. 1 is a block diagram illustrating a system for 
reducing the SAR value of a mobile communication 
device by reducing the average power of radio f re- 
30 quency electromagnetic energy radiated by the de- 
vice when the device is in proximity to a human body 
in accordance with an exemplary embodiment of 
the present invention; 

FIG. 2 is a block diagram further illustrating an ex- 
35 emplary sensor assembly of the system shown in 
FIG. 1 , wherein the antenna of the mobile commu- 
nication device is utilized for sensing proximity of 
the device to a human body; 
FIG. 3 is a circuit diagram illustrating a small signal 
40 equivalent circuit describing a detuned antenna and 
a human body in close proximity to the mobile com- 
munication device; 

FIGS. 4 and 5 are graphs illustrating reflection co- 
efficients IS^I of exemplary mobile communication 
45 device antennas for different positions of the de- 
vice; 

FIG. 6 is a flow diagram illustrating an exemplary 
method for reducing the SAR value of a mobile tel- 
ephone by reducing the average radiated power of 
so the telephone when the telephone is in proximity to 
the human body in accordance with the present in- 
vention; and 

FIG. 7 is a flow diagram illustrating an exemplary 
method for sensing proximity of the mobile commu- 
55 nication device to a human body. 
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DETAILED DESCRIPTION OF THE INVENTION 

[0015] In a first aspect of the invention, a system is 
provided for controlling the average power of radio fre- 
quency electromagnetic energy radiated by a mobile 
communication device. The system includes a controller 
for controlling radiation of radio frequency electromag- 
netic energy by the mobile communication device, and 
a sensor assembly for sensing when the mobile com- 
munication device is in proximity to a body such as a 
human body, animal body, or the like. The controller is 
capable of reducing the power (or duration) of the radio 
frequency electromagnetic energy radiated by the mo- 
bile communication device when the sensor assembly 
senses that the mobile communication device is in prox- 
imity to a body. By reducing the average radiated power 
of the mobile communication device when it is in prox- 
imity of a body, the SAR value for the device is reduced, 
if such reduction is necessary. 

[0016] In exemplary embodiments of the invention, 
the mobile communication device may be capable of op- 
eration in multiple modes including at least one mode 
wherein the device is suitable for use in proximity to a 
human body and at least one mode wherein the device 
would normally be unsuitable for use in proximity to a 
human body due to the power of the radio frequency 
electromagnetic energy being radiated were the power 
not reduced. In such embodiments, the controller may 
reduce the average radiated power of the mobile com- 
munication device due to the proximity of a human body 
only when the device is operating in a mode wherein the 
device is normally unsuitable for use in proximity to the 
human body. 

[0017] In a second aspect of the invention, a method 
is provided for controlling SAR value of a mobile com- 
munication device by controlling the average power of 
radio frequency electromagnetic energy radiated by the 
device. In exemplary embodiments, the method in- 
cludes steps for sensing when the mobile communica- 
tion device is in proximity to a human body and reducing 
the average radiated power of the device when the de- 
vice is in proximity to the body. In embodiments where 
the mobile communication device is capable of operat- 
ing in a first mode wherein the device is suitable for use 
in proximity to a human body and a second mode where- 
in the device is unsuitable for use in proximity to a hu- 
man body, the method may further include the step of 
determining whether the mobile communication device 
is operating in the first mode or the second mode, 
whereupon the radiated power of the mobile communi- 
cation device may be reduced only when the device is 
operating in the second mode and is in proximity to a 
human body. 

[0018] Reference will now be made in detail to the 
presently preferred embodiments of the invention, ex- 
amples of which are illustrated in the accompanying 
drawings. 

[0019] FIG. 1 illustrates an exemplary mobile commu- 



nication device 100, in particular, a compact mobile tel- 
ephone or the like, employing a system 11 0 for reducing 
the average power of radio frequency electromagnetic 
energy radiated by the device when the device is in prox- 

5 imity to a human body. The system 1 1 0 includes a sen- 
sor assembly 1 1 2 for sensing when the mobile commu- 
nication device 1 00 is in proximity to the body. The sys- 
tem further includes a controller 114 that controls the 
radiated power of the mobile communication device 1 00 

io by adjusting the power of radio frequency electromag- 
netic energy produced by power amplifier 1 1 6 and there- 
after radiated by antenna 118. In accordance with the 
present invention , the controller 1 1 4 is capable of reduc- 
ing the average radiated power of the mobile communi- 

*5 cation device 100 (by reducing the power of radio fre- 
quency electromagnetic energy produced by power am- 
plifier 1 06 and radiated by antenna 1 1 8 or, reducing the 
time during which the energy is radiated, i.e., the dura- 
tion of the radio frequency electromagnetic energy) 

20 when the sensor assembly senses that the mobile com- 
munication device is in proximity to a human body. Pref- 
erably, when the sensor assembly 112 senses that the 
mobile communication device 100 is no longer in prox- 
imity to the body, the power may again be increased. 

25 [0020] In the exemplary embodiment shown in FIG. 
1, sensor assembly 112 provides a signal ("HUMAN 
BODY PROXIMITY SIGNAL") 120 for indicating the 
presence of a human body in proximity of the mobile 
communication device 100. The controller 114 utilizes 

30 the human body proximity signal 120 together with in- 
formation describing radiated power of the mobile com- 
munication device for determining whether a reduction 
in the power or duration of energy radiated by the device 
is necessary, and, if necessary, to what extent. In this 

35 manner, the system 110 continually monitors and ad- 
justs the power level of the mobile communication de- 
vice 100 so that the power of radio frequency electro- 
magnetic energy being radiated never causes the de- 
vice to violate acceptable SAR value limits (e.g., as im- 

40 posed by governmental regulating bodies, consumer 
groups, or the like). 

[0021] In exemplary embodiments of the invention, 
mobile communication device 100 may be capable of 
operation in multiple modes including at least one mode 

45 wherein the device is suitable for use in proximity to a 
human body and at least one mode wherein the device 
is unsuitable for use in proximity to a human body due 
to the power of the radio frequency electromagnetic en- 
ergy normally being radiated. For instance, in one em- 

50 bodiment, the mobile communication device 100 may 
comprise a mobile telephone employing a suitable air 
interface standard such as the Global System for Mobile 
Telecommunications (GSM) air interface standard, the 
enhanced Global System for Mobile Telecommunica- 

55 tions (EGSM) air interface standard, a Personal Com- 
munication System (PCS) air interface standard, or the 
Telecommunications Industry Association/Electronics 
Industry Alliance Interim Standard 136 (IS-1 36) Time Di- 
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vision Multiple Access (TDMA) air interface standard, 
which may support a data transfer service such as the 
General Packet Radio Service (GPRS), or the like. In 
such an embodiment, the mobile communication device 
1 00 may be capable of operating in a first traffic mode 
suitable for communication of voice information (e.g., a 
"talk mode"), and a second traffic mode suitable for com- 
munication of data (e.g., a "data transmission mode"). 
For example, an exemplary mobile communication de- 
vice 1 00 employing an EGSM air interface standard may 
use a radio frequency spectrum band of 880-915 MHz 
for uplink (Tx) and a band of 925-960 MHz for downlink 
(Rx). The EGSM air interface standard employs a com- 
bination of Time- and Frequency-Division Multiple Ac- 
cess (TDMA/FDMA) technologies wherein the frequen- 
cy of the total 35 MHz bandwidth is divided into 1 74 car- 
rier frequencies of 200 kHz bandwidth each. These car- 
rier frequencies are further divided in time, using a TD- 
MA scheme, into eight time slots. For voice communi- 
cation when the mobile communication device is in talk 
mode, one time slot is used for transmission (Tx) by the 
device and one for reception (Rx). These timeslots are 
separated in time so that the mobile communication de- 
vice 1 00 does not receive and transmit at the same time. 
When in data transfer mode, the mobile communication 
device 100 may be employed in a variety of data trans- 
mission applications. For example, the mobile commu- 
nication device may be utilized as a wireless modem for 
a portable computer, or as an appliance for accessing 
a network such as the Internet, or the like. Accordingly, 
the data transfer service employed (e.g., GPRS) may 
allow additional timeslots to be dedicated to transfer of 
data to achieve higher data transfer rates. For example, 
utilizing GPRS, a theoretical maximum data transfer 
rate of up to 171.2 kilobits per second (kbps) may be 
achieved using all eight TDMA timeslots at the same 
time. 

[0022] When mobile communication device 1 00 is in 
the talk mode, the power of radio frequency energy ra- 
diated is limited, allowing the device to be held against 
the ear, cheek and mouth of the user in a "talk" position. 
However, when the mobile communication device 100 
is in a data transmission mode, it may be desirable that 
the average power of radio frequency energy radiated 
be increased to provide a sufficient communication link 
for transfer of data, e.g., using more than one time slot. 
Typically, in such data transfer modes, the mobile com- 
munication device 1 00 is positioned away from the body 
of the user (or other human or animal body). For exam- 
ple, where the mobile communication device 100 is uti- 
lized as a wireless modem for a portable computer, the 
device may be positioned on a tabletop adjacent to the 
computer, in a seat or chair next to the user, or the like. 
Nevertheless, at times, the mobile communication de- 
vice 100 may inadvertently be placed in proximity to a 
human body when in the data transfer mode (e.g., the 
device is placed in the talk position to make a call), pos- 
sibly resulting in exposure of the body to radio frequency 



electromagnetic energy radiated at high power. This ex- 
posure may increase the SAR value for the mobile com- 
munication device 100 above a specified limit. 
[0023] In such cases, controller 114 may reduce the 
5 average radiated power of the mobile communication 
device 100 due to the proximity of a human body only 
when the device is operating in a mode wherein the de- 
vice would normally be unsuitable for use in proximity 
to the body due to the power or duration of the radio 
10 frequency energy radiated. In this manner, the average 
radiated power of the mobile communication device is 
selectively reduced only when necessary to prevent un- 
necessary exposure of the user or others around the de- 
vice to high frequency (microwave) radiation. 
is [0024] As shown in FIG. 1, a traffic mode signal 
('TRAFFIC MODE: MORE TIMESLOTS") 122 is fur- 
nished to system 11 0 by the mobile communication de- 
vice 1 00. The traffic mode signal 1 22 describes the traf- 
fic mode in which the mobile communication device 1 00 
20 is operating. For instance, in embodiments of the inven- 
tion wherein the mobile communication device 100 em- 
ploys a GSM, EGSM, or IS-136 TDMA air interface 
standard utilizing a GPRS data transfer protocol, the 
traffic mode signal 122 may indicate the number of 
25 timeslots to be used for the required data rate. In a talk 
mode, mobile communication device 100 is transmitting 
voice information or, alternately, data information at a 
low data transmission rate (e.g., Short Message Service 
(SMS) data, or the like) utilizing a single timeslot. In a 
30 data transmission mode, the mobile communication de- 
vice 1 00 may employ additional timeslots for transmis- 
sion of data information at higher data transmission 
rates (e.g., the mobile communication device is being 
utilized as a wireless modem for email, Internet brows- 
35 ing, or the like). Transmission of data information utiliz- 
ing additional TDMA timeslots results in increased av- 
erage power of the radio frequency energy being radi- 
ated by the mobile communication device 100. 
[0025] A signal ("REQUIRED POWER LEVEL SET- 
40 TING") 1 24 may also be furnished to the system 1 1 0 by 
the mobile communication device 1 00. In the exemplary 
embodiment shown, the required power level setting 
signal 124 describes the power of the radio frequency 
energy necessary to provide adequate signal strength 
45 for maintaining a communication link with abase station. 
The controller 1 1 4 utilizes this signal for determining the 
current power level of the mobile communication device 
1 00 (i.e., the power of the radio frequency energy being 
produced by power amplifier 116). This power level is 
so usually commanded by the base station In order to set 
the output power of the mobile communication device 
1 00 to the lowest possible level to maintain the commu- 
nication link and avoid unnecessary interference, and 
also to conserve the battery power of the device thereby 
55 increasing talk time. 

[0026] In the exemplary embodiment shown, the sys- 
tem 110 utilizes the human body proximity signal 120 
provided by sensor assembly 112, together with the in- 
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formation about the current power level and the active 
traffic mode provided the traffic mode signal 122 and 
required power level setting signal 124 to ascertain the 
average power level of the mobile communication de- 
vice 100, and to determine whether a reduction in the 
power level or duration at that power level is necessary 
and to what extent. In this manner, the average power 
of radio frequency energy radiated by the mobile com- 
munication device 1 00 is reduced only when needed (i. 
e., when a human body is in proximity to the antenna 
1 1 8 of mobile communication device 1 00 and the device 
is operating at a power level wherein separation of the 
device from the body is desirable). Thus, it becomes 
possible to adjust the average power level of the mobile 
communication device 100 to avoid violating estab- 
lished SAR limits with minimum impact to normal func- 
tion of the device. 

[0027] As shown in FIG. 1 , the controller 114 is pro- 
vided with the human body proximity signal 1 20, the traf- 
fic mode signal 122, and required power level setting 
signal 1 24. The controller 1 1 4 uses these signals for de- 
termining when reduction of the power of the mobile 
communication device 1 00 is necessary. For instance, 
in exemplary embodiments, when the human body prox- 
imity signal 120 indicates that the mobile communica- 
tion device 100 is in proximity to a human body with re- 
spect to the power being radiated by the device as indi- 
cated by the required power level setting signal 124, and 
information provided by the traffic mode signal 122 
about the number of time slots being used indicates that 
the power being radiated may be expected to make the 
device unsuitable for use in proximity to the body, action 
such a reduction of the average power radiated by mo- 
bile communication device 100 is required. However, 
when the human body proximity signal 120 indicates 
that the mobile communication device 1 00 is not in prox- 
imity to a human body or the traffic mode signal 122 in- 
dicates that the device is in a talk mode (i.e., only one 
TDMA timeslot is utilized during transmission) or, alter- 
nately, in a data transmission mode wherein the re- 
quired power level setting signal 124 indicates that the 
power being radiated is sufficiently low so that the de- 
vice is suitable for use in proximity to the body, no action 
is required. 

[0028] If the controller 114 determines that reduction 
of the average power of the mobile communication de- 
vice 100 is necessary, controller 114 effects a reduction 
in the power level accordingly by reducing the power of 
radio frequency electromagnetic energy produced by 
power amplifier 116. In exemplary embodiments, the 
controller 114 may step the power emitted during each 
time slot down to a level wherein the average power of 
radio frequency electromagnetic energy being radiated 
the mobile communication device 100 does not cause 
the device to exceed a predetermined SAR limit. For ex- 
ample, in embodiments where the mobile communica- 
tion device utilizes the GSM air interface, the power level 
may be stepped down in increments having a step 



height of 2 dB from the peak power for the device to a 
minimum of 13 dBm (20 milliwatts). 
[0029] Controller 114 may further determine the ex- 
tent of reduction in the power level possible based on a 
5 required power level setting signal 124 provided by the 
mobile communication device 100. If the reduction in the 
power level necessary to avoid causing the mobile com- 
munication device 100 to exceed an acceptable SAR 
limit would cause the power level to fall below the re- 
10 quired power level needed to maintain adequate signal 
strength, the controller 114 may cause the power level 
to be reduced only to the point necessary to maintain 
adequate signal strength for a limited time, if allowed by 
governmental regulations, before further reducing the 
15 power level as necessary. In such situations, the con- 
troller 114 may limit the duration of the radio frequency 
energy by preventing the use of multiple timeslots or re- 
duce the number of timeslots in use by the mobile com- 
munication device 100. The controller 114 may further 
20 cause a warning to be provided to the user (e.g. by caus- 
ing a warning to be displayed on the mobile communi- 
cation device's display or the like). In this manner, over- 
all reduction of the SAR value for the mobile communi- 
cation device is achieved without compromising the in- 
2s tegrity of the communication link. Alternately, the con- 
troller 114 may reduce the average power level as re- 
quired to achieve an acceptable SAR value regardless 
of signal strength, in which case the communication link 
may be dropped. 
30 [0030] Referring now to FIG. 2, an exemplary sensor 
assembly 112 is described. When used in proximity to 
a lossy dielectric body such as a human body, the an- 
tenna of a mobile communication device will change its 
radio frequency properties in terms of impedance and 
35 the amount of energy reflected. In embodiments of the 
present invention, the sensor assembly 112 senses the 
presence of a human body by measuring the power of 
radio frequency electromagnetic energy reflected by an 
antenna within a predetermined frequency band, in par- 
40 ticular, a transmit band (Tx) of the mobile communica- 
tion device 100 employing the system 110. Thus, in ef- 
fect, the sensor assembly 112 measures the amount of 
interaction between the human body and the antenna 
including the losses of radiated radio frequency electro- 
ns magnetic energy described by the device's SAR value. 
[0031] In the exemplary embodiment shown in FIG. 
2, the sensor assembly 112 includes the antenna 1 1 8 of 
the mobile communication device 1 00, a directional cou- 
pler 126 having multiple radio frequency (RF) ports (a 
so directional coupler 126 having four RF ports 128, 130, 
1 32 and 1 34 is shown) and at least one detector or pow- 
er sensor 136 for sensing radio frequency electromag- 
netic energy within a predetermined frequency band 
(such as a transmit band (Tx) of the mobile communi- 
sm cation device 100). The presence of another medium 
otherthan air (e.g., a part of a human body) in the vicinity 
of the antenna 118 changes its impedance and thus 
changes the amount of energy reflected by the antenna 
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1 1 8 itself within a certain frequency band. Using the di- 
rectional coupler 126, a part of this reflected energy is 
made available, at RF port 134, to power sensor 136. 
The power sensor 136 senses this energy and gener- 
ates the human body proximity signal ("HUMAN BODY 
PROXIMITY SIGNAL") 120 in response thereto for indi- 
cating the presence or absence of a human body within 
proximity to the mobile communication device 100 
based on the power of the radio frequency electromag- 
net energy reflected. 

[0032] In one embodiment, antenna 118 is slightly de- 
tuned so that it is not perfectly matched to a free space 
environment; Preferably, antenna 11 8 is detuned so that 
less radio frequency energy is reflected within a prede- 
termined frequency band (i.e., the transmit band (Tx) of 
the mobile communication device 1 00) when the device 
is in proximity to a lossy dielectric body such as a part 
of a human body, or the like. The lack of or reduced pow- 
er of radio frequency electromagnetic energy reflected 
by the antenna 1 1 8 within the frequency band thus indi- 
cates the presence of a human body in proximity to the 
mobile communication device 100. 
[0033] FIG. 3 illustrates a small signal equivalent cir- 
cuit describing the antenna 118 of mobile communica- 
tion device 1 00 and a human body in close proximity to 
the mobile communication device 1 00 wherein the an- 
tenna has been detuned. The equivalent circuit is com- 
prised of a resistor R ANT (radiation), a capacitor C ANX 
and an inductor L ANX modeling the resonance frequency 
of the antenna. Typically, the antenna 118 of a mobile 
communication device 100 is designed to reach a real 
part of its impedance at approximately 50 Ohms in order 
to match the power amplifier 1 1 6 (FIG . 1 ). The presence 
of a part of a human body (e.g., the user's head) may 
be approximated by an additional lossy capacitance de- 
scribed by capacitor and resistor R BO dy- Bv tak " 
ing this lossy capacitance into account, the antenna 1 1 8 
may be detuned by selecting an appropriate resistor 
R ANT so that the antenna 118 reaches the real part of 
its impedance at 50 Ohms at the antenna port only when 
it is in proximity to a lossy dielectric body (e.g., a human 
body, animal body, or the like). 

[0034] It will be appreciated that by detuning the an- 
tenna of a mobile communication device, the overall ra- 
dio frequency (RF) performance of the device is gener- 
ally reduced. However, it has been found that, depend- 
ing on the accuracy of the power sensor and antenna 
parameter tolerances used, the antenna 118 of an ex- 
emplary mobile communication device 100 employing 
an EGSM air interface may be detuned so that the an- 
tenna's reflection coefficient ("IS^I") is in the range of 
-7.5 dB instead of -12 dB (see FIG. 4) with reduced per- 
formance of as little as approximately 0.6 dB. Such re- 
duced performance approaches the minimum limit of 
degradation that can be measured for radiated emis- 
sion, and is thus almost negligible in practical applica- 
tions. Consequently, the antenna 1 1 8 of a mobile com- 
munication device 100 may be detuned sufficiently for 



use by the sensor assembly 112 with little impact on the 
performance of the device. 

[0035] Alternately, the controller 114 (FIG. 2) may de- 
termine a more accurate reflection coefficient IS^l for 

5 the antenna 118. This can be done using one of the other 
control signals (such as the required power level setting 
signal) to get the radio frequency transmit level or by 
measuring with an additional power sensor (not shown 
in FIG. 2) at the other coupler port 132, in order to im- 

10 prove accuracy. The controller 114 can then compare 
the determined reflection coefficient I3 1i i with the ex- 
pected reflection coefficient for the antenna 11 8 in free 
space. If the determined reflection coefficient IS^I de- 
viates sufficiently from the reflection coefficient for the 

is antenna in free space, the controller may determine that 
the mobile communication device 100 is in proximity to 
a human body. In such embodiments, it is necessary to 
define the range of reflection coefficients IS^I for the 
antenna 118 within the transmit band (Tx) of the mobile 

20 communication device 1 00 where the antenna 1 1 8 is not 
in proximity to a human body. This range of reflection 
coefficients IS in l is bounded by a lower threshold reflec- 
tion coefficient IS 11 I and an upper threshold reflection 
coefficient IS^I. For example, in FIG. 5, reflection coef- 

25 ficients IS^ I for an exemplary mobile telephone antenna 
are illustrated for different positions of the telephone po- 
sitions (i.e., in free space, held in a talk position, held in 
a body position, and lying on a table) are shown. As 
shown by the shaded region, the range of reflection co- 

30 efficients IS in l for the mobile communication device, 
where the antenna may be safely assumed to be not in 
proximity to a human body is bounded by a lowerthresh- 
old reflection coefficient IS^I of -12 dB and an upper 
threshold reflection coefficient I3 11 l of - 8 dB. A deter- 

35 mined reflection coefficient IS^ I falling within this range 
indicates that no human body is in proximity to the com- 
munication device, while any determined reflection co- 
efficient IS^I falling outside of this range indicates that 
a human body may be in proximity to the device. 

40 [0036] It is contemplated that mobile communication 
device 100 (FIGS. 1 and 2) will be sensed to be in prox- 
imity to a human body when it has been raised to a talk 
position by the user (i.e., wherein the device is held 
against the ear, cheek and mouth of the user's head) 

45 and when it is in contact with or is immediately adjacent 
to the human body (e.g., is held in a body position 
wherein the device 100 is resting in the user's lap, is 
attached to the user's belt, is contained within a pocket 
of the user's clothing, or the like). However, it will be ap- 

50 preciated that the distance the mobile communication 
device 100 must be held away from the human body to 
prevent unwanted exposure of the body to radiation will 
depend on the power and frequency of the device, and 
may vary depending on specific design requirements of 
55 the device and the air interface standard utilized. Thus, 
the distance at which the mobile communication device 
100 is considered to be in proximity of a human body 
when not in contact with or immediately adjacent to the 
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body whereupon the human body proximity signal 1 20 
is generated may vary accordingly. 
[0037] Those of skill in the art will appreciate that sys- 
tem 110 may utilize sensor assemblies 112 employing 
sensor technologies that do not use the antenna 118 of 
the mobile communication device 1 00 for detecting the 
proximity of a human body. For example, the exemplary 
sensor assembly 112 shown in FIG. 1 may instead em- 
ploy a thermal or optical sensing technologies without 
departing from the scope and spirit of the invention. 
However, the sensing technology described herein is 
advantageous because, by measuring reflected radio 
frequency energy, it indirectly measures interaction with 
the human body including losses described by the de- 
vice's SAR value. Thus, proximity of the mobile commu- 
nication device to the body, which would raise the SAR 
value of the device, may be more readily detected. Fur- 
ther, because the sensor assembly detects a human 
body using radio frequency radiation, it may be capable 
of sensing the proximity of a human body regardless of 
orientation of the mobile communication device 1 00 (e. 
g., the device is placed in the user's lap, or is placed in 
a pocket of the user's clothing). Moreover, by utilizing 
existing components (e.g., the antenna) of the mobile 
communication device 100, integration of the system 
110 of the present invention in the mobile communica- 
tion device 100 is simplified. 

[0038] Turning now to FIG. 6, a method 200 for con- 
trolling the SAR value of a mobile communication device 
by controlling the average power of radio frequency 
electromagnetic energy radiated by the device when the 
device is in proximity to a human body is described. In 
exemplary embodiments, the mobile communication 
device may be capable of operation in multiple modes 
including at least one mode wherein the device is suit- 
able for use in proximity to a human body and at least 
one mode wherein the device is unsuitable for use in 
proximity to a human body due to the power of the radio 
frequency electromagnetic energy normally being radi- 
ated. For instance, as described in the discussion of 
FIG. 1 , the mobile communication device may be capa- 
ble of operating in a first traffic mode suitable for com- 
munication of voice information (e.g., a "talk mode"), 
and a second traffic mode suitable for communication 
of data (e.g., a "data transmission mode"). In a talk 
mode, the mobile communication device may transmit 
voice information or, alternately, data information (e.g., 
Short Message Service (SMS) data, or the like) at a low 
data transmission rate utilizing a single timeslot. In a da- 
ta transmission mode, the mobile communication de- 
vice may employ additional timeslots for transmission of 
data information at higher data transmission rates, in- 
creasing the average power of radio frequency energy 
being radiated by the mobile communication device. 
[0039] As shown in FIG. 6, a determination is made, 
at step 202, whether the device is in proximity to a hu- 
man body. Similarly, determinations are made as to what 
traffic mode is requested (i.e., how many timeslots are 



being used), at step 204, and what power level setting 
is required, at step 206. The results of these determina- 
tions are then utilized to ascertain if action to limit the 
SAR value of the mobile telephone is required, at step 
5 208. In exemplary embodiments, when the mobile com- 
munication device is determined to not be in proximity 
to a human body or the device is determined to be in a 
talk mode (i.e., only one TDMA timeslot is used during 
transmission) or, alternately, in a data transmission 
10 mode wherein the power being radiated is determined 
to be sufficiently low so that the device is suitable for 
use in proximity to the body, no action is required. How- 
ever, when the mobile communication device 1 00 is de- 
termined to be in proximity to a human body and the 
is device is determined to be in a data transmission mode 
wherein two or more TDMA timeslots may be used dur- 
ing transmission and the power level required may be 
expected to make the device unsuitable for use in prox- 
imity to the body, action is determined to be required, at 
20 step 208. Appropriate action may then be taken, at step 
21 0. For instance, a reduction in the average power lev- 
el of the mobile communication device may be effected. 
In exemplary embodiments, the power level within a 
used time slot may be stepped down to a level wherein 
25 the average power of radio frequency electromagnetic 
energy being radiated the mobile communication device 
does not cause the device to exceed a predetermined 
SAR limit. When the mobile communication device is re- 
moved from the proximity of the body, the power may 
30 again be increased, if necessary. 

[0040] If the reduction in the power level necessary to 
avoid causing the mobile communication device to ex- 
ceed an acceptable SAR limit would cause the power 
level to be reduced below the required power level need- 
. 35 ed to maintain adequate signal strength, the power level 
may be reduced only to the point necessary to maintain 
adequate signal strength, at step 21 0. In such situations, 
the mobile communication device may be prevented 
from using multiple timeslots. Further, a warning may be 
40 provided to the user (e.g. displayed on the mobile com- 
munication device's display or the like). In this manner, 
overall reduction if the SAR value for the mobile com- 
munication device is still achieved without unnecessary 
interruption of data communication. Alternately, the 
45 power level may be reduced as required regardless of 
signal strength, in which case the communication link 
may be dropped. In this manner, the SAR value of the 
mobile communication device may be reduced as need- 
ed, for example, to meet a SAR value requirement im- 
so posed by a governmental body, consumer group, or the 
like. 

[0041] In exemplary embodiments, a human body 
proximity signal provided by a sensor such as sensor 
assembly 112 (FIG. 1), together with information about 
55 the active traffic mode and the current power level of the 
mobile communication device are utilized to ascertain 
the average power level of the device, and to determine 
whether a reduction in the power level is necessary and 
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to what extent, at step 208. In this manner, the average 
power of radio frequency energy radiated by the mobile 
communication device is reduced only when needed (i. 
e., when a human body is in proximity to the antenna of 
the mobile communication device and the device is op- 
erating at a power level wherein separation of the device 
from the body is desirable). Thus, it becomes possible 
to adjust the power level of the mobile communication 
device to avoid violating the SAR limit for the device 
without substantial impact to the ability of the device to 
provide communication of data. 

[0042] Referring now to FIG. 7, a method 300 for 
sensing the proximity of a human body is described. In 
the exemplary embodiment shown, upon radio frequen- 
cy transmission from the device, radio frequency elec- 
tromagnetic energy reflected by an antenna is sampled, 
for example, by a sensor assembly such as sensor as- 
sembly 112 (FIG. 2), at step 302. The reflected energy 
is then measured at step 304, and a determination made 
whether the mobile communication device is in proxim- 
ity to the human body, at step 306. The result of this 
determination is then utilized in combination with infor- 
mation about the current traffic mode and required pow- 
er level for controlling the power level of the mobile com- 
munication device, at step 308. 

[0043] In exemplary embodiments of the invention, a 
reflection coefficient IS^I is calculated from the reflect- 
ed radio frequency electromagnetic energy (see FIGS. 
4 and 5). A determination may then be made whether 
this reflection coefficient IS^I deviates from a predeter- 
mined reflection for the mobile communication device in 
free space, such deviation indicating proximity to a hu- 
man body. For instance, in one embodiment, the anten- 
na is detuned when no body is present. Proximity of the 
mobile communication device to a human body is deter- 
mined to exist when the calculated reflection coefficient 
IS^I falls below a predetermined threshold reflection co- 
efficient. Alternately, the antenna is not detuned. A 
range of reflection coefficients IS^I where the mobile 
communication device is not in proximity to a human 
body is defined for the antenna of the device within a 
transmit band (Tx) of the device. This range is bounded 
by a lower threshold reflection coefficient and an upper 
threshold reflection coefficient. Thus, the mobile com- 
munication device is ascertained to not be in proximity 
to the human body when the determined reflection co- 
efficient I3 11 l for the antenna is greater than the lower 
threshold reflection coefficient and less than the upper 
threshold reflection coefficient. AH other determined re- 
flection coefficients I3 in l indicate proximity to the body. 
[0044] Although the invention has been described 
with a certain degree of particularity, it should be recog- 
nized that elements thereof may be altered by persons 
skilled in the art without departing from the scope and 
spirit of the invention. It is understood that the specific 
orders or hierarchies of steps in the methods 200 and 
300 illustrated in FIGS. 6 and 7, respectively, are exam- 
ples of exemplary approaches. Based upon design pref- 



erences, it is understood that the specific orders or hi- 
erarchies of these methods can be rearranged while re- 
maining within the scope of the present invention. The 
accompanying method claims present elements of the 

5 various steps of methods 200 and 300 in a sample order, 
and are not meant to be limited to the specific order or 
hierarchy presented. It is believed that the of the present 
invention and many of its attendant advantages will be 
understood by the foregoing description, and it will be 

10 apparent that various changes may be made in the form, 
construction and arrangement of the components there- 
of without departing from the scope and spirit of the in- 
vention or without sacrificing ail of its material advantag- 
es. The form herein before described being merely an 

15 explanatory embodiment thereof, it is the intention of the 
following claims to encompass and include such chang- 



20 Claims 



A system for controlling the average power and du- 
ration of radio frequency electromagnetic energy 
radiated by a mobile communication device, com- 
prising: 

a sensor assembly for detecting when the mo- 
bile communication device is in proximity to a 
body; and 

a controller for controlling radiation of radio fre- 
quency electromagnetic energy by the mobile 
communication device, 

wherein the controller is capable of reducing at least 
one of the average power and the duration of the 
radio frequency electromagnetic energy radiated by 
the mobile communication device when the sensor 
assembly senses that the mobile communication 
device is in proximity to the body. 



25 



30 



35 



40 



2. The system as claimed in claim 1 , the mobile com- 
munication device being capable of operating in a 
first mode wherein the mobile communication de- 
vice is suitable for use in proximity to the body, and 

45 a second mode wherein the mobile communication 
device is unsuitable for use in proximity to the body, 
wherein, when the sensor assembly senses that the 
mobile communication device is in proximity to the 
body, the controller reduces the average power of 

so the radio frequency electromagnetic energy radiat- 
ed by the mobile communication device when the 
mobile communication device is in the second 
mode. 

55 3. The system as claimed in claim 2, wherein the first 
mode is suitable for voice communication and the 
second mode is suitable for data communication. 
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4. The system as claimed in claim 3, wherein the sec- 
ond mode comprises a General Packet Radio Serv- 
ice (GPRS) data transfer mode. 

5. The system as claimed in claim 1, the sensor as- 
sembly comprising: 

a sensor for sensing radio frequency electro- 
magnetic energy within a predetermined fre- 
quency band; 

an antenna capable of changing its impedance 
for changing the amount of radio frequency 
electromagnetic energy reflected when the an- 
tenna is in proximity to the body; and 
a coupler for directing at least a part of the radio 
frequency electromagnetic energy reflected by 
the antenna to the sensor; 

wherein the sensor determines proximity of the mo- 
bile communication device to the body by measur- 
ing radio frequency electromagnetic energy reflect- 
ed by the antenna in the vicinity of the body. 

6. The system as claimed in claim 5, wherein the an- 
tenna is detuned when no body is present. 

7. The system as claimed in claim 6, wherein the sen- 
sor measu res the power of the radio frequency elec- 
tromagnetic energy reflected by the antenna, and 
wherein the power of the radio frequency electro- 
magnetic energy reflected by the antenna decreas- 
es when the mobile communication device is in 
proximity to the body. 

8. The system as claimed in claim 5, wherein the con- 
troller determines a reflection coefficient from the 
radio frequency electromagnetic energy reflected 
by the antenna, and wherein the determined reflec- 
tion coefficient deviates from a predetermined re- 
flection coefficient for the antenna in free space 
when the mobile communication device is in prox- 
imity to the body. 

9. The system as claimed in claim 8, wherein when 
the determined reflection coefficient for the antenna 
is one of greater than a lower threshold reflection 
coefficient and less than an upper threshold reflec- 
tion coefficient within a transmit band of the mobile 
communication device, the mobile communication 
device is determined to be not in proximity to the 
body. 

10. A system for controlling the average power and du- 
ration of radio frequency electromagnetic energy 
radiated by a mobile communication device, com- 
prising: 

means for sensing when the mobile communi- 



10 



cation device is in proximity to the body; and 
means for controlling the average radiation of 
radio frequency electromagnetic energy by the 
mobile communication device, 

wherein the controlling means is capable of reduc- 
ing at least one of the power and the duration of the 
radio frequency electromagnetic energy radiated by 
the mobile communication device when the mobile 
communication device is in proximity to the body. 



1 1 . The system as claimed in claim 1 0, the mobile com- 
munication device being capable of operating in a 
first mode wherein the mobile communication de- 

15 vice is suitable for use in proximity to the body and 
a second mode wherein the mobile communication 
device is unsuitable for use in proximity to the body, 
wherein, when the sensing means senses that the 
mobile communication device is in proximity to the 

20 body, the controlling means reduces the average ra- 
diated power of the mobile communication device 
when the mobile communication device is in the 
second mode. 

25 12. The system as claimed in claim 11 , wherein the first 
mode is suitable for voice communication and the 
second mode is suitable for data communication. 

13. The system as claimed in claim 12, wherein the sec- 
30 ond mode comprises a General Packet Radio Serv- 
ice (GPRS) data transfer mode. 

14. The system as claimed in claim 10, the sensing 
means comprising: 



35 



40 



45 



means for sensing radio frequency electromag- 
netic energy within a predetermined frequency 
band; 

means for receiving radio frequency electro- 
magnetic energy reflected by the antenna; and 
means for directing at least a part of the radio 
frequency electromagnetic energy reflected by 
the antenna to the sensor; 

wherein the proximity of the mobile communication 
device to the body is determined by measuring ra- 
dio frequency electromagnetic energy reflected by 
the antenna. 



so 15. A system for controlling the average power of radio 
frequency electromagnetic energy radiated by a 
mobile communication device, the mobile commu- 
nication device being capable of operating in a first 
mode wherein the mobile communication device is 

55 suitable for use in proximity to a human body and a 
second mode wherein the mobile communication 
device is unsuitable for use in proximity to the hu- 
man body, the system comprising: 
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a sensor assembly for detecting when the mo- 
bile communication device is in proximity to the 
human body; and 

a controller for controlling radiation of radio fre- 
quency electromagnetic energy by the mobile 
communication, device, 

wherein the controller is capable of reducing the av- 
erage power of the radio frequency electromagnetic 
energy radiated by the mobile communication de- 
vice when the mobile communication device is in 
the second mode and the sensor assembly senses 
that the mobile communication device is in proxim- 
ity to the human body. 

16. The system as claimed in claim 15, wherein the first 
mode is suitable for voice communication and the 
second mode is suitable for data communication. 

17. The system as claimed in claim 1 6, wherein the sec- 
ond mode comprises a General Packet Radio Serv- 
ice (GPRS) data transfer mode. 

1 8. The system as claimed in claim 1 5, wherein the con- 
troller ascertains a minimum power level for main- 
taining a communication link such that the power of 
the radio frequency electromagnetic energy radiat- 
ed by the mobile communication device is not re- 
duced below the minimum power level. 

19. The system as claimed in claim 15, the sensor as- 
sembly comprising: 

a sensor for sensing radio frequency electro- 
magnetic energy within a predetermined fre- 
quency band; 

an antenna capable of changing its impedance 
for changing the amount of radio frequency 
electromagnetic energy reflected when the an- 
tenna is in proximity to the human body 
a coupler for directing at least a part of the radio 
frequency electromagnetic energy reflected by 
the antenna to the sensor; 

wherein the sensor determines proximity of the mo- 
bile communication device to the human body by 
measuring radio frequency electromagnetic energy 
reflected by the antenna. 

20. The system as claimed in claim 1 9, wherein the an- 
tenna is detuned when no human body is present. 

21 . The system as claimed in claim 20, wherein the sen- 
sor measures the power of the radio frequency elec- 
tromagnetic energy reflected by the antenna, and 
wherein the power of the radio frequency electro- 
magnetic energy reflected by the antenna decreas- 
es when the mobile communication device is in 



proximity to the human body. 

22. The system as claimed in claim 1 9, wherein the sen- 
sor determines a reflection coefficient from the radio 

5 frequency electromagnetic energy reflected by the 
antenna, and wherein the determined reflection co- 
efficient deviates from a predetermined reflection 
coefficient for the antenna in free space when the 
mobile communication device is in proximity to the 

10 human body. 

23. The system as claimed in claim 22, wherein when 
the determined reflection coefficientf or the antenna 
is one of greater than a lower threshold reflection 

15 coefficient and less than an upper threshold reflec- 
tion coefficient within a transmit band of the mobile 
communication device, the mobile communication 
device is determined to be not in proximity to the 
human body. 

20 

24. A method for controlling the SAR value of a mobile 
communication device, the mobile communication 
device being capable of operating in a first mode 
wherein the mobile communication device is suita- 

25 ble for use in proximity to a human body and a sec- 
ond mode wherein the mobile communication de- 
vice is unsuitable for use in proximity to the human 
body, the method comprising the steps of: 



30 



35 



40 



determining whether the mobile communica- 
tion device is operating in the first mode or the 
second mode; 

sensing when the mobile communication de- 
vice is in proximity to the human body; and 
reducing the average radiated power of the mo- 
bile communication device when the mobile 
communication device is in the second mode 
and is in proximity to the human body. 



25. The method as claimed in claim 24, further compris- 
ing ascertaining a minimum power level for main- 
taining a communication link such that the power of 
the radio frequency electromagnetic energy radiat- 
ed by the mobile communication device is not re- 

45 duced below the minimum power level. 

26. The method as claimed in claim 24, wherein sens- 
ing when the mobile communication device is in 
proximity to a human body comprises: 



50 



55 



sampling radio frequency electromagnetic en- 
ergy reflected by an antenna; and 
measuring the reflected radio frequency elec- 
tromagnetic energy for determining the proxim- 
ity of the mobile communication device to the 
human body. 

27. The method as claimed in claim 26, wherein the 
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power of the reflected radio frequency electromag- 
netic energy is measured, the power of the reflected 
radio frequency electromagnetic energy being de- 
creased when the mobile communication device is 
in proximity to the human body. 

28. The method as claimed in claim 26, further compris- 
ing determining a reflection coefficient from the re- 
flected radio frequency electromagnetic energy, 
wherein the determined reflection coefficient devi- 
ates from a predetermined reflection when the mo- 
bile communication device is in proximity to the hu- 
man body. 



29. The method as claimed in claim 28, further compris- 
ing ascertaining that mobile communication device 
is not in proximity to the human body when the de- 
termined reflection coefficient for the antenna is 
greater than a lower threshold reflection coefficient 
and less than an upper threshold reflection coeffi- 
cient within a transmit band of the mobile commu- 
nication device. 

30. A mobile communication device capable of operat- 
ing in a first mode wherein the mobile communica- 
tion device is suitable for use in proximity to a hu- 
man body and a second mode wherein the mobile 
communication device is unsuitable for use in prox- 
imity to the human body, the mobile communication 
device comprising: 

a sensor assembly for detecting when the mo- 
bile communication device is in proximity to the 
human body; and 

a controller for controlling radiation of radio fre- 
quency electromagnetic energy by the mobile 
communication device, 

wherein the controller is capable of reducing at least 
one of the average power and duration of the radio 
frequency electromagnetic energy radiated by the 
mobile communication device when the mobile 
communication device is in the second mode and 
the sensor assembly senses that the mobile com- 
munication device is in proximity to the human body. 

31. The mobile communication device as claimed in 
claim 30, wherein the first mode is suitable for voice 
communication and the second mode is suitable for 
data communication. 



reduced below the minimum power level. 

33. The mobile communication device as claimed in 
claim 30, the sensor assembly comprising: 

5 

a sensor for sensing radio frequency electro- 
magnetic energy within a predetermined fre- 
quency band; 

an antenna capable of changing its impedance 
10 for changing the amount of radio frequency 

electromagnetic energy reflected when the an- 
tenna is in proximity to the human body; and 
a coupler for directing at least a part of the radio 
frequency electromagnetic energy reflected by 
is the antenna to the sensor; 

wherein proximity of the mobile communication de- 
vice to the human body is determined by measuring 
radio frequency electromagnetic energy reflected 
20 by the antenna. 
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34. The mobile communication device as claimed in 
claim 33, wherein the antenna is detuned when no 
human body is present. 

35. The mobile communication device as claimed in 
claim 34, wherein the sensor measures the power 
of the radio frequency electromagnetic energy re- 
flected by the antenna, the power of the radio fre- 
quency electromagnetic energy reflected by the an- 
tenna being decreased when the mobile communi- 
cation device is in proximity to the human body. 

36. The mobile communication device as claimed in 
claim 33, wherein the controller determines a reflec- 
tion coefficient from the radio frequency electro- 
magnetic energy reflected by the antenna, and 
wherein the determined reflection coefficient devi- 
ates from a predetermined reflection coefficient for 
the antenna in free space when the mobile commu- 
nication device is in proximity to the human body. 

37. The mobile communication device as claimed in 
claim 36, wherein when the determined reflection 
coefficient for the antenna is one of greater than a 
lower threshold reflection coefficient and less than 
an upper threshold reflection coefficient within a 
transmit band of the mobile communication device, 
the mobile communication device is determined to 
be not in proximity to the human body. 



32. The mobile communication device as claimed in 
claim 30, wherein the controller ascertains a mini- 
mum power level for maintaining a communication 
link between the mobile communication device and 
a second communication device, such that the pow- 
er of the radio frequency electromagnetic energy ra- 
diated by the mobile communication device is not 
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